
Mounting module Media cabling

FIBRAINDATA STRUCTURED CABLING

Features

 8-pin IDC connector,8 ports RJ45 cat. 5e

 Powder painted RAL 9005

 Cable form scheme: T568A/B

8xRJ45 UTP cat. 5e module 
FLW-DM5-U8

Parameters 

 RJ45 cat. 5e socket

 Socket durability> 750 connection cycles

 Contacts of 0.46 mm diameter covered with 
gold layer

 IDC connectors accept 22-26 AWG wire

 Cable form scheme: T568A and T568B

Norms

 Permanent Link/Channel in accordance with 
TIA/EIA 568B-2.1

 ISO/IEC 11801

 CENELEC EN 50173

 IEC 60603-7

Features

 8-pin IDC connector

 8 ports RJ45 cat. 6

 Powder painted RAL 9005

 Cable form scheme: T568A/B

8xRJ45 UTP cat. 6 module 
FLW-DM6-U8

Parameters 

 RJ45 cat. 6 socket

 Socket durability> 750 connection cycles

 Contacts of 0.46 mm diameter covered with 
gold layer

 IDC connectors accept 22-26 AWG wire

 Cable form scheme: T568A and T568B

Norms

 Permanent Link/Channel in accordance with 
TIA/EIA 568B-2.1

 ISO/IEC 11801

 CENELEC EN 50173

 IEC 60603-7
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